Adult Operations                          


New Equipment Updates

The following 3 Items have been purchased and are to be made available from the 1st June 2018. 

Please note - As these items have specifically been purchased from the Better Care Fund in Partnership between North Heath and Essex Social Care they are only being made available to OT Staff in North Essex and will not appear on Uniqus
1. Accora  - Plus Size Chair  
	Plus Size   
	(Code – S11BAR)  
	 
[image: image1.emf]CONBARL003 Single  Page Assessment Form V2.pdf




2. APEX – Pro Bario Bed and Accessories
	Site Visit Form
	
[image: image2.emf]Apex site visit  form.xls



	Nexus Pro Bario Bed   
	(Code - D27BB)  
	
[image: image3.emf]Pro-Bario-flyer1.pdf



	Procare Bariatric 4.0 Mattress
	(Code - C01BAR)  
	   
[image: image4.emf]Apex-Procare  Bariatric-LR.pdf



	Easy- Ex Movement Aid
	(Code - D27EMA)  


	
[image: image5.emf]EasyEx Movement  Aid.doc




3. Care and Independence  - Gantry Hoist System
	Portable Gantry System 
	(Code – H02PG)  
	
[image: image6.emf]Specs-for-Portable-G antry.pdf




*** AS THE ITEMS ARE NOT AVAILABLE  ON UNIQUS ***

Please follow order process below
1) Email your Justification Form including the Item details / Code and the attached Accora Assessment Form or Apex Site Visit form to Equipment.Approvals@essex.gov.uk
2) The Senior Practitioners within the Hub of Independent Practitioners will review the request 

3) If approved HIP will place the order on your behalf and confirm via email that this has been completed. 
4) If declined HIP will email and advise why and the action that is required
HIP PROCESS FOR PLACING ORDER

1) Use following PIN code when placing order ‘on behalf of’

BCFECC – ECC Transactions.

2) Only use the one speed ‘BCF ADMIN CHARGE’ when placing order with any specific requirements for speed in notes 
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Pro-Bario NNEXUS

Pro-Bario & PTW adjustable care beds from Nexus DMS

11
il
|

Pro-Bario and Pro-Bario-Max

20cm to 60cm
200cm x 120cm
(optional 20cm extension - Pro-Bario only)

Safe Working Load (SWL): 41 Stones (260kg) Pro-Bario

51 Stones (325kg)Pro-Bario-Max

Height range:
Lying Surface:

Pro-Bario is the lowest bariatric profiling care bed, with an adjustable height range of nominally 20cm to 60cm,
minimising the risk of falls and enabling easier access to and from bed.

Two weight capacity options are available to suit user needs, and the bed’s durable construction ensures maximum
stability and support for the heavier user. Pro-Bario also features an innovative anti-tilt system, preventing distortion in
the bed chassis over time and therefore prolonging its lifespan.

Technical specification of Pro-Bario

Easy to use
* 4 section mattress support

* Electrically adjusted height from nominal 20cm to 60cm

* Electrically adjusted back rest

* Electrically adjusted leg lift with Fowler position
knee-break

* Electrically adjusted Trendelenburg/reverse function

« Simple 'lift & lock’ siderails in attractive beech

 Head and foot boards in attractive beech

« Lifting pole and grab handle

Convenient

* Easy two person assembly

* Modular for easy storage and transport

« Easily wheeled on transit/storage frame

 Powder-coated steel construction for durability & ease
of cleaning

+ Metal mesh mattress support prolongs life of mattress

« Standard bed size 200cm x 120cm. (20cm longer version -« lightEX reading/examination light

of Pro-Bario also available). These are nominal inside
dimensions. Mattress dimensions are less than this to
allow clearance for moving parts of the bed

* Unique serial number on every bed for traceability

Safe

* Auto-profiling/function-lock hand control as standard
* Innovative anti-lateral tilt system for total stability
* 4 braked twin-wheel casters
* Mains electricity safety connector
« Safe working load 260kg (41 stones) or 325kg
(51 stones) for the Pro-Bario-Max
* Actuators/controllers ingress protected to IP54
+ Securely fixed spiral wound cables
+ CE marked to current EU standards

A choice of accessories

* Matched medium to high risk pressure care mattress
specifically for the heavier user
« Optima 'no-ripple’ dynamic air-float mattress system
+ Siderail height extenders in attractive beech
(retains 'lift & lock’ feature)
« Standard & extra large siderail safety foam bumpers

+ easyEX movement aid. A special version is available
for the Pro-Bario-Max bed
« crashEX safety mat

www.nexusdms.co.uk | Tel +44 (0) 1905 774 695 | Fax +44 (0) 1905 796 081 | sales@nexusdms.co.uk





		Pro-Bario flyer.pdf

		Flyers-updated02.pdf
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Easy-Ex Movement Aid

[image: image1.jpg]





Easy-Ex is a multi-positional movement aid designed to improve user mobility and aid repositioning, including the transitions between lying, sitting and standing. It folds fully out of the way when not in use.

Easy-Ex can withstand 120kg of leverage. This is different to a bed having a “safe working load”/”maximum user weight”, because the Easy-Ex is not designed to hold the user’s entire weight
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Configura® Bariafric

Assessment Form

Areas highlighted in green are the
default specification

Chair Dimensions (all in inches) Mechanism Type

Width Height Depth
(*Chair includes Depth Adjustment Kif)

24 QO 26 | 28 | 16 | 18* 0O 20* O 22 | Non Tilt-in-space |

& Postue

Waterfall Backrest

Standard Standard

Handset Control

RHS a
LHS |
Carer position a

© Accora Configura® assessment helpline: 01223 206100 | info@accora.uk.com | www.configura.uk.com





Chair Assessment and Delivery Conf tg
Environmental Questionnaire B%

When carrying out an assessment please fill out the below form prior to ordering the chair.

Please give as much detail as possible.

Access

Are There STEPS 10 TNe IOy 2.

IS It ©ASY ACCESS TO TN  IOIOIIEIIY 2.

Internal
Are the doors and corridors wide enough for a chair to go through? Min. width for most chairs is 650mm.

Is there a suitable power supply for the chair?  Yes O No

Infection Control

AT I DTS 2

Other
Does the driver need to be aware of any Other POINTS?......coiiiiii

© Accora Configura® assessment helpline: 01223 206110 | configura@accora.uk.com | www.configura.uk.com





STANDARD

CHAIR
SPECIFICATION

40 or 50 Stone
capacity

21 stone legrest
capacity

Tilt-in-space option
available

Medium-high risk
pressure relief as
standard

Configura® Bariatric brings Configurd® technology to bariatric|
seating. This offers unprecedented adjustability, flexibility and
peace of mind for the prescriber.

It is also available with a full width alternating air cushion o meet the
needs of users at high risk of pressure damage.

Bl EASY ADJUSTMENT before and after delivery to suit varied and
changing needs

B QUICK and easy fo recycle via removable, washable covers

B AFFORDABLE, providing more consistent budget management
and significant savings on special chairs

Independent backrest

Independent legrest

Adjustable width
and depth

Riser function

© Accora Configura® assessment helpline: 01223 206100 | info@accora.uk.com | www.configura.uk.com





SIZE

Key thoughts:

B 3 measurements are required for selecting a chair; seat depth,
seat height and seat width — see below drawings for clarity.

B When selecting a chair size, prioritise the chair measurements in
the following order: seat depth, seat height then seat width. This will
ensure the selected size is the right overall proportion for the user.

If you cannot find the size you need, check out the other chairs in our
range or contact us as we may be able to supply a special size.

bE

MEASURING BARIATRIC USERS

Seat depth:
B Measure excluding gluteal shelf
B Take into account weight around back of calf

B Accommodate gluteal shelf by removing stuffing from bottom
cushion

Seat height:

B Measure from bottom of thigh to floor — not popliteal fossa to
floor

Seat width:

B Use any existing seatfing as a guide
Consider implications on transfers
Consider implications on posture support
Consider if the user’s weight may change

Not necessarily hip to hip depending on weight
distribution

© Accora Configura® assessment helpline: 01223 206100 | info@accora.uk.com | www.configura.uk.com





CONBAR [ L|003

PRESSURE

Key thoughts:

B Selection of pressure cushions is a clinical decision which involves
many variables including a risk assessment tool. Professional input
from a Tissue Viability Nurse or District Nurse may be required at this
stage.

Vapour permeable fabric as standard on seat base and legrest.

UVERALL Bariatric and Baria
pace
Complete chair 92 kg
DIMENSIONS
Base part only including components 72 kg
Height 1150 mm
Width 1050 mm
Depth 800 mm
Height 1050 mm
Width 1050 mm
Depth 1700 mm
Height 1450 mm
Width 1050 mm
Depth 1000 mm
[
Backrest height 1150 mm
Floor to top of arms 630 mm
Arm height 200 mm
Height to front of seat in rise 500 mm
Height to back of seat in rise 650 mm

© Accora Configura® assessment helpline: 01223 206110 | configura@accora.uk.com | www.configura.uk.com





		Name: 

		Address: 

		Tel no: 

		email: 

		Width 26: Off

		Width 28: Off

		Height 16: Off

		Depth 18: Off

		Depth 20: Off

		Depth 22: Off

		Non tilt-in-space: Off

		Waterfall: Off

		Visco: Off

		HC RHS: Off

		HC LHS: Off

		HC carer position: Off

		Is there parking for a large van?: 

		Are there steps to the property?: 

		Is it easy access to the property?: 

		Are the doors and corridors wide enough to get a chair through?: 

		Does the chair have to go upstairs?: 

		Is space being cleared for the chair?: 

		Are there pets?: 

		Is the house smoke free?: 

		Does the driver need to be aware of any other points?: 

		Width 24: Off

		Suitable power supply? No: Off

		Suitable power supply? Yes: Off
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PORTABLE TELESCOPIC GANTRY

This new compact and lightweight portable gantry is ideal for a variety of uses in different
surroundings, such as, holidays, in hotels, caravans or cruise ships, respite care or just visiting relatives.
This portable system also provides a quick solution forimmediate hospital discharge.

o |

Portable Gantry

=y
B

R

r

4 Fully collapsible

4 Will easily fit in the boot of most mid sized cars

4 Gives freedom to the user, visiting friends or
holidays

4 Ultra rigid construction

4 Lightweight unit, weighs less than 20kgs

4 Easily assembled by one person

4 No tools required

4 Safe working load 200kgs

¢1 year warranty (see Terms & Conditions)

4 Wheeled bag optional, length 1100mm,
width 310mm, height 270mm / 310mm inc
wheels

Gantry Height 4 Adjustments

Maximum  2388mm
2340mm

2260mm
Minimum ~ 2110mm

Technical Specifications for Standard Product - )
i . i Technical Specifications for Standard Product I —
Single + Chair Base Width External 2057mm — : A
Base Width Internal 1715mm Lifting Capacity 200kgs/31.5st o
Double + Chair Base Width Exteral 2512mm Unit weight 6.3kgs/14ibs
Base Width Internal 2170mm Hoist height A 270mm
Kingsize + Chair Base Width External 2587mm Spreader bar width
Base Width Internal 2255mm preacer bar e open B 600mm B C
Spreader bar width closed C 356mm : ‘
— e
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Pro-Care Bariatric

High Specification Pressure Relieving Bariatric Mattress

ZPEX

Care for a Healthy Life
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The Pro-care Bariatric is a high specification pressure relieving dynamic mattress, designed to
offer Bariatric patients exceptional levels of support in any healthcare environment.

The Pro-care Bariatric dynamic mattress comes with an intuitive weight setting system,
enabling the caregiver to set the mattress to the patient’s weight between 40 KG and 450 KG at
the touch of a button. It is also possible to set the mattress cycle time intervals, enabling the
caregiver to step a patient down off the system gradually over time.

The Pro-care Bariatric has a range of unigue features for both patients and caregivers, and has
been designed to comply with the most stringent infection control guidelines. It is suitable for
all types of Bariatric patient from pressure ulcer prevention right the way through to managing
the most severe pressure ulcers.

The Pro-care Bariatric is one of the only mattresses on the market that has a designated heel
zone allowing the caregiver to float the heel, meaning they can comply with EPUAP guidelines

on pressure ulcer management in the heel area.

The Pro-care Bariatric is available in two widths 107 cm and 122 cm

CPR: The CPR dials are located at the head end of the mattress
and are designed to be highly visible in an emergency. The
unigue dial design reduces the risk of accidental activation.

Antimicrobial Filter: The antimicrobial filter is designed to ensure
the air going into the system is as clean as possible, helping to
protect the pump from break down and to ensure air stored in
the mattress is as clean as possible.

Designated Heel Zone: Allows the caregiver to isolate
individual air cells in the heel area for 100% pressure
offloading, allowing the caregiver to float the heel and
comply with EPUAP guidelines relating to pressure ulcer
management.

Weight Setting Function: The intuitive and easy to use weight
setting function allows the end user to set the mattress up
to anindividual patients weight, meaning the internal cell air
pressures will be correctly set for each use.

Alternating Therapeutic Mode: Continuously and sequentially
inflates and deflates the air cells to allow for pressure
redistribution over a 10.15,20 or 25 minute cycle time.

Static Mode: Addresses areas of high contact pressure by
redistributing the body mass over a greater surface area
through a process of immersion. The mattress will not stay in
the static mode but will revert back to the therapeutic mode
after 20 minutes.

Seat Inflate Mode: When a patient is in the upright position,
the seat inflate mode increases the pressure throughout the
mattress in order to better support the sacral area.

Low Pressure Alarm: Alerts the caregiver if there is a loss of
air pressure in the mattress.

Pro-care Bariatric

Transport Mode: Transport Mode is designed to be simple and
easy to use. Its simple click-in design also means it is robust
and easy to keep clean.

Cell-in-Cell QubiCell™: The air cells modular design means
maintenance, replacement and decontamination are easy to
carry out. Cell-in-Cell QubiCell™ technology also means that
the patient is safely supported throughout the length of the
mattress, and the unique rectangular cell design means the
patient benefits from higher levels of pressure relief, comfort
and weight redistribution. The Cell-in-Cell design can help
provide better support to the patient in the case of power failure.

Max Firm Mode: Hyper-inflates the cells, providing a firm
surface for moving, handling and nursing procedures. For the
safety of the patient the mattress will only stay in Max Firm
Mode for 20 minutes and will then revert back to Alternating
Therapeutic Mode.

Power Failure Alarm: Notifies the caregiver when there is a
loss of power if the mattress is unplugged.

Service Fault Indicator: Alerts the caregiver when the
mattress needs to be repaired.

Lock Out: Automatically locks the control panel to help
prevent the changing of settings inappropriately.

Rectangular Sacral Cell-in-Cell Design: Unique cell design
offers the patient more support and comfort in the Sacral
area throughout the therapeutic pressure relieving cycle.

Mattress Cover: The cover is flame resistant to BS 7175 Crib
7 and has a host of features to aid with infection prevention
including a 360 degree zip, white underside, vapour
permeability, antimicrobial properties and is water resistant.
The cover is four way stretch to offer greater pressure relief
and comfort levels to the patient. Itis also possible to launder
the cover in a washing machine.





Mattress Specification Pump Specification

Cover Specification

Alternating Support Surface

N
P

»

Static Cells Alternating Support Cells Heel-Relief

Pressure Ulcer Classification Guide

Stagelll Stage lll Stage IV

HEADQUARTERS

Apex Medical Limited

Unit 21, Optima Park,

Thames Road, Crayford,

Kent, DAL 40X

T. 01322 520 560 CE€
F: 01322 554182

enquiry@apexmedicalcorp.co.uk www.apexmedicalcorp.co.uk
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Sheet1

				Pre-Delivery Order Form

				Please contact Apex on 01322 520580 for any further assistance

				Downstairs Installation only

				OT Name, Contact number, email:

				Order  Reference Number:

				Items to be Delivered:

				Equipment required (size):						3 ft 6"				4 ft

				Bed

				Dynamic Mattress

				Static Mattress

				Side Rails needed ? (yes/no)

				Grab Bar (quantity)

				Client Name:

				Address:

				Property Type:

				Contact Number Home/Mobile:

				Access to property:						Yes				No

				Vehicle access close to property

				Parking restrictions

				Standard door access

				Within Property:						Yes				No

				Downstairs room cleared of property, equipment etc

				Room suitable for bariatric equipment (space)

				Electrical sockets available?

				Suitable position for bed location?

		NOTE:		In preparation for the installation, Please make sure all rooms are cleared of equipment, belongs etc and any other equipment which needs

				collection has been arranged prior to our delivery. There is a charge of £150 for any aborted deliveries due to non compliance.
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